
 

Single- and Multiple-station Smoke Alarms 

 

Single-station, Single- and/or Multiple-station, Single- and Multiple-station for the hearing impaired, Single-station-Also suitable for use in Recreational 
Vehicles, Single-station-Also Listed as a Single-station Carbon Monoxide Alarm. 

 
 

The following are acceptable for use in a multiple station configuration.  

See user\'s manual for additional information.  

UTGT.S1208 
Single- and Multiple-station Smoke Alarms 
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See General Information for Single- and Multiple-station Smoke Alarms

 

FIRST ALERT S1208

3901 LIBERTY STREET RD

AURORA, IL 60504 USA

 
Type

 
Principle

Supply 
Connection

 
Model No.

SS/RV Ionization Battery 05-51-03, 83R, 4000LB,

SS/RV FG888D, SA67B,

SS/RV SA68, SA87B

SS/RV SA88B, SA89B, SA90B,

SS/RV SA92B, SA96B, SA97B

SS/RV Ionization Battery SA300, SA303, SA304*

SS/RV Photoelectric Battery SA710+

SS/MS/RV Photoelectric Battery SA720*

SS Photoelectric Battery SA302+

SS Photoelectric Battery 3002

SS/RV Ionization Battery SA150B

SS Ionization Battery SA340

SS/MS/HI Ionization 120 Vac 100S, SA100B

SS/MS/CO Ionization 120Vac with Battery Back-up SC9120B

SS Ionization Battery SC01N

SS/CO/RV Photoelectric (2) 1.5V dc Batteries SC06RV, SC07+

SS/CO Photoelectric (2) 1.5V dc Batteries SC05, SC06+

SS/CO/RV Photoelectric (2) 1.5V dc Batteries SC05RV, SCO5RVA

SS/MS Photoelectric 120Vac with Battery Back-up 7010B, 7020B*

SS/MS Photoelectric 120 Vac 7010

SS/MS Ionization 120Vac 9120,

SS/MS Ionization 120Vac with battery backup 9120B
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Smoke Alarms-Models 7010B, 7010, 9120, 9120B, 100S, SA100SA and Combination Smoke and CO Alarms - Model SC9120B and CO Alarm Models 
CO5120BN, CO5120PDBN and Heat Alarm Models HD6135F, HD6135FB and Relay Model RM-4. 

*Includes escape light. 

+ Equipped with IR remote control activated test and silence features. 

Copyright © 2008 Underwriters Laboratories Inc.®

The appearance of a company's name or product in this database does not in itself assure that products so identified have been manufactured under 
UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and covered under UL's Follow-Up Service. Always 
look for the Mark on the product. 

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide Information, 
Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 
2. The statement "Reprinted from the Online Certifications Directory with permission from Underwriters Laboratories Inc." must appear adjacent to the 
extracted material. In addition, the reprinted material must include a copyright notice in the following format: "Copyright © 2008 Underwriters 
Laboratories Inc.®" 
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